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1. Description

1.1General Description /= GafiiA

The Red LED which was fabricated using a red chip
£15¢ LED B SR TR

The Blue LED which was fabricated using a blae chip
3¢ LED BHEEICE AU TR

The LED package dimension:3.0mmX3:0mmXx0.65mm
PERS : 3.0mmX3.0mmX0.65mm.

1.2Features =i

» EMC Package.EMC.$i%

» Extremely wide viewing angle. & ¢ AEKX

» Suitable for all SMT assembly and solder process.J&E B FTFIERISMTHEEENRETZ
» Package:5000pcs/reel. 83 &%E5000pcs

» Moisture sensitivity level: Level 3.BAEZE4L Level 3

» RoHS compliant.;# ERoHSE K

1.3Application = &a M FH
» Smart bulb lighting.Z5 8EXX84T
» Indoor lighting.Z= AIFERH

» Landscape lighting.Zx2A8 -«
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1.5Product Parameters &% Ey# ¥

Table 1-1 Electrical / Optical Characteristics at Ts=25°C Bt 52454

Product Symbol | test condition Value unit
Fmis IS M B
Min. Typ. Max.
Forward Voltage R Vi IF =300mA

Table 1-2 Absolute-Maximum-Ratings at Ts=25°C 43 H{AE
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Notes &7F:

1. 1/10 Duty cycle, 0.1ms pulse width. BkZr0.1ms,&5=tb1/10.

2. The above forward voltage measurement allowance tolerance is +0.05V. L _EFRREBEMNEIZRE £0.05V.
3. The above wavelength measurement allowance tolerance is £2nm W EFFREIKNEIRE £2nm.

4. The above luminous intensity measurement allowance tolerance +10%. A% Jra@ B EY I

+10%.

5. Care is to be taken that power dissipation does not exceed the absolute maximum rating of the product. {#

ERANEBIMNENZAE,

6. All measurements were made under the standardized environment of Refond. & AT R I B

FENNRA T B

7.When the LEDs are in operation the maximumscurrent should be decided after measuring the package
temperature junction temperature should-not exceed the maximum rate. LED {E B EX BREEREHH

FHHE, SRTEBEIEAE,

8. ESD vyield is over 90% at 2000V ESD (HBM). ESD protection during products handing is needed. 90%8JLED
L ABFEILESD2000V i, TEIRIERTIEE SFREEAIR,
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1.6Bin Range Of Forward Voltage and Luminous Flux(IF=300mA)EBES@=
43 BIN SEEI(IF=300mA)

Table 1-3
Co DO EO
VF(V)
2.0-2.2 2.2-24 2.4-2.6
RB2
R ®(Im)
15-18
RC4 RC5 RC6
WLD(nm)
640-650 650-660 660-670
10 Jo KO
VF(V)
3.2-34 3.4-3.6 3.6-3.8
RA2
B ®(Im)
10-13
BC4 BC5
WLD(nm)
440-450 450-460

Tel: +86-755-66839118 Fax:+86-755-66839300 E-mail:sales@refond.com Web: www.refond.com
REFOND:WI-E-045 A/3 REV:E/O

i N2
] —EX -

G ErTie e = S


mailto:Tel:%20+86-755-66839118
mailto:sales@refond.com
http://www.refond.com/

N\
5t
e
¥
k2

Tel: +86-755-66839118 Fax:+86-755-66839300 E-mail:sales@refond.com Web: www.refond.com PAGE:8
REFOND:WI-E-045 A/3 REV:E/O



mailto:Tel:%20+86-755-66839118
mailto:sales@refond.com
http://www.refond.com/

St
lE
NG
ih

0.8 .
0.6 \

Relative Luminous Flux (%)

\ 45
0.4 —
0.2
0
20 40 60 80 100 120

400

350

300

250

200

150

Forward Current (mA)

100

50

0 20 40 60 80 100 120
Ts( )

Fig 1-9 Solder Temperature Vs.Forward Current& il;BE 5 IE A B R4F M ph 4%
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Fig 1-10 Forward Voltage Vs‘Solder Temperature B 5 & Bl BRI dh4k
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Fig 1-11 Radiation diagram$& 514314 g 4%
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2. Packaging =Bl

2.1 Packaging Specification g

Package:5000pcs/reel. &% 5000pcso
2.1.1Carrier Tape Dimension &R~

S i \.l.ﬂ’, \\

Fig.2-1 Carrier-Tape Dimension-Z R <

2.1.2Reel Dimension &R~

0099

01-
00+

02F081®

?13.0+ 0.2

Notes &7F: — t—9.0
—11.44+1.0

The tolerances unless mentioned +0.1mm. Unit : mmiE: KIFNENTO0.1ZHK, RTEA: 22X,
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2.1.3Label Form Specification fRE IS

Table 2-2 Title

PART NO.

SPEC NO. PART NO. Part Number &

LOT NO. ' SPEC NO. Spec Number $1#&
LOT NO. Lot Number /%2
BIN CODE Bin Code 23113
® Luminous flux Y¢i@ 2
VF Forward Voltage IE[AEBBIE
WLD Dominant Wavelength &<
QTY Packing Quantity k=

Fig 2-3 Title DATE Made Date 4= B £

2.2Moisture Resistant Packing Bhifa3E

Moisture Barrier Bag

Fig.2-4Title
2.3Cardboard Box 34t 5

<

Fig.2-5Title
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2.4 Reliability Test ltems And Conditions {S#itMHX150H M &4

Table 2-3 Title
Test Items Ref.Standard Test Condition Time Quantity Ac/Re
mE SEIE M Bfia] we U/
Reflow Temp:260 max ;
E7E JESD22-B106 T=10 sec 2times. 10Pcs. 0/1
100 30 min.
Temperatie Cycle JESD22-A104 115 min 300Cycles | 10Pcs. 0/
e -40 30 min.
-40  15min
Th?L”;;?!qf’%OCk JESD22-A106 1 110sec 300Cycles | 10Pcs. o
ki 100 15min
High Temperature Storage | 3egp2o A103 Temp=105 1000Hrs. | 10Pcs. o1
SafREF
Low Temperature Storage g .
Fame JESD22-A119 Temp.:-40 1000HTrs. 10Pcs. 0/1
Life Test Ta=25
e JESD22-A108 I =300mA 1000Hrs. 10Pcs. 0/1
High Temperature
High Humidity Life Test | JESD22-A101 66-_[90%RH 1000Hrs. | 10Pcs. on
=18 28 IF=300mA
[=]/m [=] /Al
2.5 Criteria For Judging Damage k3FHIEFFE
Table 2-4 Title
Criteria For Judgement
Test Items Symbol Test Condition FEATAE
5= we MR T _
Min. &/ Max. X
Forward Voltage .
e EE Ve lF=300mA - (U.S.L¥)x1.1
Reverse Current | v Lo
)i[{:ﬂEEjﬁ R R —5 - (U.S )X .0
Luminous Flux | A L S.L%0.7
WES ) F=300m (L.S.L*)x0. -
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Notes &7+ :

1.U.S.L: Upper standard level #11& £PR L.S.L: Lower standard level ##g TFR

2. The above reliability tests is based on the verification of a single/strip LED of Refond's existing experimental
platform, the reliability experiment was taken under good heat dissipation conditions. when customers applies
the LED to the series and parallel circuit, should take consideration of all the factors such as the current,

voltage distribution, heat dissipation and others. L EAJSE4HMIXREFiHFMELRHRTEEH/EK LED ERIFH
AFHRIETHER, EFP R LED AT 8. HELEE, FETIHMLER. BESE. BHRFR#H,

3.The technical information shown in the data sheets are limited to the typical characteristics and circuit
examples of the referenced products. It does not constitute the warranting of industrial property nor the granting

of any license. LA EIRAREIRN A= RVHME(E, RENSE, FMEAERKAFE RN AR XBRIE,

3. SMT Reflow Soldering Instructions SMT [B]577 1215 BH

3.1SMT Reflow Soldering Instructions SMT [Bl5& X2 15 EH

,,,,,,,,,,,,,,,,,,,,,,,,,,, Critical Zone

Ramp-up /_\ TL to Tp
|
|
,,,,,,,,,,,,,,,,,,,,,, ‘

—
o

Temperature ——>

—
=

Preheat

|
l
t 25 to Peak—»l

25
Time —>
Fig.3-1TitIe
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Table 3-1Title

Average temperature rise speed EIFHRIRE (Tsmax ZETe) =3 °C/#Y Max 3 °Cl/'s
Preheating: minimum temperature¥i#: RIKEE (Tsmin) 150 °C
Preheating: Max temperature¥ii: &=RE (Tsmax) 200 °C
Preheating: TimeFiif%: BYiE] (Tsmin ZETsmax) 60 - 120%» 60s-120s
Time limited to maintain high temperature: the temperaturefRES 4558 BE (Ty 217 °C
Time limited to maintain high temperature: The Time  [RE4#F=58: BFE (1) & %60F) Max 60s
Peak /Classification of temperature:l&{8 / 2ZBE (Tr) 260 °C
Time limit classification of peak temperature time[REISE A28 BbEL (1) & %10%) Max 10s

. o e A
Hold time within 5 °C with the actual peak temperature (TP)-SS2[RIRERE (Te)iEE 230> Max 30s
5 °C LIHNHY{RIEFETIE]
Cooling speed  [&:BIRE Bx=6 °C/#) Max 6 °C/'s
Needed time from 25 °Cto Tp 25 °C A ZEI&{&E EFf =Yg R%87H Max 8 minutey
Notes &7F:

(1)Reflow soldering should not be done more thanstwo times.:In the case of more than 24 hours passed

1B AR SRR TS HRTE NN TPt 24/ B,

soldering after first, LEDs will be damaged: ‘Tm:3 R - aF s #iilE
LEDETREEH FIRE MR,
(2)When soldering , do not put stress on the LEDs during heating. 24 /2i&8Y, ABEMPZANBNERERE.

3.1.1 Soldering Iron [&EkIE

(1) When hand soldering, keep the temperature of iron below less 300 less than 3 seconds
HFTIFEN, BEREEXIUNF300°C, HEARAEI3T,
(2) The hand solder should be done only one time.FF T12#& 2 AJIEE—R,

3.1.2 Repairing &%+
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Repair should not be done after the LEDs have been soldered. When repairing is
unavoidable, a double-head soldering iron should be used (as below figure). It should be
confirmed in advance whether the characteristics of LEDs will or will not be damaged by repairing.

LEDLAES EZIEE, HH4FUBER, BIEMIEKEHK, MAFENBHIALMEER
SHIFLEDZA S 8945 1%

3.1.3 Cautions JI=EIN

(1) The encapsulated material of the LEDs is silicone. Therefore the LEDs have a soft surface on
the top of package. The pressure to the top surface will be influence to the reliability of the LEDs.
Precautions should be taken to avoid the strong pressure on the encapsulated part. So when use
the picking up nozzle, the pressure on the silicone resin should be proper. LEDFERNIER, RE
o, BRI R ERMLED AR, RN B iEre e iR EeR M, SERRER, K
AREREDNZEE/,

(2) Components should not be mounted-on warped (nén coplanar) portion of PCB. After soldering,

do not warp the circuit board.LED AT TR IS 1275 ThAh il PCR 4G

T ml|llIIITIIII||III|?||il|ﬁllil||llll|||||||||||||||||||||||| i
Mo

(3) Do not apply mechanical force-or excess vibration-during-the cooling process to normal

lllEi-:I—)z |: , J—I}E@'ﬁ'tﬁ ‘W

A AT

temperature after soldering. Do not rapidly cool device after soldering.[El;E 2[5/ 2 EZ 8, K

BEXMEISEISN S, WABREED, AR, FPEXRAHRLANG I

4. Handling Precautions F=mfERF 2 FEM

4.1 Handling Precautions = mfERFEFEIN

(1) LED operating environment and sulfur element composition cannot be over 100PPM in the

LED mating usage material. This is provided for informational purposes only and is not a warranty

or endorsement.LED TEIfIE K5 LED EECHIM KRR TTE R M EYIA AR EIEE 100PPM.X R
—PMEIN, AMEEREEER,

(2) In order to prevent ex-ternal material from getting into the inside of LED, which may cause the

malfunction of LED, the single content of Bromine element is required to be less than
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After Opening Aluminum Bag 24hours
30°C 60%
wEE 24:)\B
Baking =24hours
60£5°C -
REkE KTF24/0\B¢

(8) If the moisture absorbent material silica gel has faded away or the LEDs have exceeded
the storage time baking treatment should be performed after unpacking and based on the
following condition 6545 for above 24 hours. SARFIEFIH EILKRY, HE=mATEUL
BEWEERE, SRaEHaHE WiEgs: 6015°C, AT 24 /MY,

If the package is flatulence or damaged, please notify the sales staff to assist. IR F13EH S ok

(9)Similar to most Solid state devices; LEDs are-sensitive-to Electro-Static Discharge (ESD) and
Electrical Over Stress (EOS). GHMN+SEB FMHM—H, LED WEHBEIRGTFIEERE, 5
B IR

(10) Other points for attention, pleasefefer to our relevant infermation. & R IE S R IHF4H

AWARVESNPN]
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Declare
This specification is written both in English and in Chinese and the latter is formal.
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