www.refond.com
& Z {F5(Stock code):300241

TG-202306062438NP

SPECIFICATION

= on kA

REFOND:WI-E-045 A/4 REV:E/O PAGE:1
BEiE: 0755-2967-5000; 0755-6683-9339
f£H: 0755-6683-9322

HR%E: sales@refond.com
ik s | i e BRI BT

p|Bufm ab-kils )

Annovation.enrichaslifs ..



http://www.refond.com/
mailto:sales@refond.com

L
il
iy e

1
(LY

7 aE
| . x____
STy
__!E!a_
L


http://www.refond.com/
mailto:sales@refond.com

www.refond.com

1. Description =744

1.1General Description = gafiiR

The White LED which was fabricated by using a blue chip and phosphors.
HYE LEDwnimSR 520N b RA Rt AR e M o

The LED package dimension: 3.45mmX3.45mmX2.20mm.

PR 3.45mmX3.45mmX2.20mm,

1.2Features =i

» Ceramics Package fg& 13

> viewing angle:120<% ¥ £ 120°

» Moisture sensitivity level: Level 1.B5#&E4% Level 1

» Suitable for all SMT assembly and-solder process.iEFRAFFABEMSMTAERUSET Z .
» Available on tape and reel &R T & A& iH

» RoHS compliant.;# ERoHSE R

1.3Application =&aM

» Warning lights, Downlights, Wash wall lights, Spot lights, Street lights, Visual lights,
Photographic fill lights. Z3Ra8. BT FIBIT. RTELT. B&LT. ADEEREA. Bsoabt

» Plant lighting, Landscape lighting, Stage photography light. 1E4)88EH., w=iRR.-ESI1BR

B Z 3 (Stock code):300241
TG-202306062438NP

» Hotels, markets, offices, household and other indoor uses.JBI&. &7, DRZE, RAMEEE

N AT
» General use. Eth 57 F
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1.4Package Dimension R~

Fig.1-1 Top view I[EELE] Fig.1-2 Side view flllE {1 &

Fig.1-4 Polarity &%

Fig.1-5 Soldering patterns ##F/2

Notes &7*:

1. All dimensions units are millimeters. FiG R~TfrEE I NEZH
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RF-AL-C3535L2K127-H6
Correlated Color

Temperature CCT |F=350mA - 2700 - K
(BR)
-
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Table 1-2 Absolute Maximum Ratings at Ts=25°C #3X} & A{E

Parameter
Power Dissipation
(ThiE) Po 5100 mwW
Forward Current | 1500 A
() i m
Peak Forward Current I 1600 A
(s fEeE ) " m
Reverse Voltage
(RAEE) Ve > v
Electrostatic Dlscharge
Operating Temperature 2 40 ~ +85
B 4A 3 -40 ~ +
(BR1ERE) o
Storage Temperature = 40 ~ +85
= -40 ~ +
(EEFERE) =
Notes &7E:

1. 1/10 Duty cycle, 0.1ms pulse width: BkEE0;1ms,&5 = E61/10.
2. The above forward voltage measurement-allowance tolerance is +0.1Va L _EFFREBEMNZIRE +0.1V.

3. The above Dominant Wavelength measurement allowance tolerance ist1nm. A _EFrREKMEIRE T 1nm.

4. The above luminous intensity measurement allowance tolerance +10%. A& Ham gl izt mirss ez

+10%.

5. Care is to be taken that power dissipation does not exceed the absolute maximum rating of the product. £

EREBEIMENZAE,

6. All measurements were made under the standardized environment of Refond. & MEXFETESA-TFHSIHEH |

RAENEFES,
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7.When the LEDs are in operation the maximum current should be decided after measuring the package

temperature junction temperature should not exceed the maximum rate. LED £ BRI R A BB ERIER R

FHHAE, SRFEEIRKE,

8. ESD yield is over 80% at 2000V ESD (HBM). ESD protection during products handing is needed. 80%#JLED
Bt AAEFLESD2000V M, 7EIR(ERNEFERREBHIF,

1.5.1 Bin Range Of Forward Voltage and Luminous Intensity (IF=350mA)EBES

Jt5&453 BIN SEEE(IF=350mA)

Table 1-3
FO GO HO 10
VE V
2.6-2.8 2.8-3.0 3.0-3.2 3.2-34
FC4 FC5 FC6 FC7
(Im 120-130 130-140 140-150 150-160
¢ FC8 FC9
160-170 170<180
Fig.1-7 Chromaticity Coordinates
L ——————
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Table 1-4 Chromaticity Region & Coordinates

Region CIE-X CIE-Y Region CIE-X CIE-Y Region CIE-X CIE-Y Region CIE-X CIE-Y

2700K 3000K 3500K 4000K

0.4373  0.3893 0.4147 0.3814 0.3889  0.3690 0.3670 0.3578

27A 30A 35A 40A
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0.3615 | 0.3659 0.3451 | 0.3554 0.3290 | 0.3417 0.3130 | 0.3290
0.3590 | 0.3521 0.3440 | 0.3427 0.3290 | 0.3300 0.3144 | 0.3186
0.3512 | 0.3465 0.3366 | 0.3369 0.3222 | 0.3243 0.3068 | 0.3113
0.3548 | 0.3736 0.3376 | 0.3616 0.3207 | 0.3462 0.3028 | 0.3304
0.3641 | 0.3804 0.3463 | 0.3687 0.3290 | 0.3538 0.3115 | 0.3391

45B 50B 57B 65B
0.3615 | 0.3659 0.3451 | 0.3554 0.3290 | 0.3417 0.3130 | 0.3290
0.3530 | 0.3597 0.3371 | 0.3490 0.3215 | 0.3350 0.3048 | 0.3207
0.3641 | 0.3804 0.3463 | 0.3687 0.3290 | 0.3538 0.3115 | 0.3391
0.3736 | 0.3874 0.3551 | 0.3760 0.3376 | 0.3616 0.3205 | 0.3481

45C 50C 57C 65C
0.3702 | 0.3722 0.3533 | .0:3620 0.3371 | 0.3490 0.3213 | 0.3373
0.3615 | 0.3659 0.3451 ../ 70.3554 0.3290 | 0.3417 0.3130 | 0.3290
0.3615 | 0.3659 03451 4 0.3554 0:3290_| 0.3417 0.3130 | 0.3290
0.3702 | 0.3722 0.3533 |-0.3620 03371 | 0.3490 0.3213 | 0.3373

45D 50D 57D 65D
0.3670 | 0.3578 0.3515 |- 0:3487 0:3366_| 0.3369 0.3221 | 0.3261
0.3590 | 0.3521 0.3440 | 0.3427 0.3290 | 0.3300 0.3144 | 0.3186
0.3366 | 0.3369 0.3222 | 0.3243 0.3068 | 0.3113
0.3440 | 0.3428 0.3290 | 0.3300 0.3144 | 0.3186

S0R 57R 65R
0.3429 | 0.3307 0.3290 | 0.3180 0.3161 | 0.3059
0.3361 | 0.3245 0.3231 | 0.3120 0.3093 | 0.2993
0.3381 | 0.3762 0.3196 | 0.3602 0.3005 | 0.3415
50S 0.3480 | 0.3840 57S 0.3290 | 0.3690 65S 0.3099 | 0.3509
0.3463 | 0.3687 0.3290 | 0.3538 0.3115 | 0.3391

L ———
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Fig.1-8 Temperature Vs Relative Intensity 5|#IEE SHERT Y iR4F EfhLZ%
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Fig 1-10 Radiation diagram (@5445 14 #h4%
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2. Packaging Frmf %

2.1 Packaging Specification BZEME
Package: Max 1000pcs/reel. @& &% & A E 1000pcs

2.1.1Carrier Tape Dimension & R~

www.refond.com
BZ Z 13 (Stock code):300241

TG-202306062438NP

;! 100PCS 1000PCS 100PCS
H‘ 4.0+ 0.1 S
ir > O b o\ D b o j

5.5+ 0.1

Fig.2-1 Carrier Tape Dimension & /< <

2.1.2Reel Dimension &R~

Label
Fig.2-2Reel ##&

Notes &3+ :

K 8.0+ 0.1

3.9+ 0.1 |

Table 2-1Reel Dimension HHE R~

A 14.0x0.5mm
; i
‘\ UJ @ B 178+ 1mm
-
C 59+ 1mm
Y
A D 13.9£0.5mm

The tolerances unless mentioned £0.1mm. Unit : mm3E: FEQNER 012K, RTHEM: 2K,
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2.4 Reliability Test ltems And Conditions {S#itMHX150H & &4

Table 2-3 Test items and conditions {11 B & &4

Test Items Ref. Standard Test Condition Time Quantity Ac/Re
/
Reflow Temp:260°Cmax
_— JESD22-B106 2times. 10pcs. 0/1
By T=10 sec
Thermal Shock -40°C 15min
JEITAED- 1000 cycles| 10pcs 0/1
e 4701300307 t110s y PeS.
100°C 15min
High Temperature Storage
JEITAED- Ao
Sy 4701200201 Temp:100°C 1000hrs. 10pcs. 0/1
Low Temperature Storage =

‘ JEITAED-47C 10pcs. o/

REFRF

High Temperature

Life Test 10pcs. 01

& mis

High Temperature

High Humidity Life Test 10pcs. 0/1
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3. SMT Reflow Soldering Instructions SMT [l #2i5 EH

3.1SMT Reflow Soldering Instructions SMT [Bl5;7t 4215 EH

Tp,,,,,,,,,,,,,,,,,,,,,,,,}Ef‘ = Critical Zone
ﬁ Ramp-up | TL to Tp
|
o TLb--e-- - ____ ‘
= -
R e s |
& ; |
o L. - Yy_/ _ _ _ _ _ _ _______431 |
= -~ 15 |
() Preheat Ramp-down
|_
|
25 1
-——t 25 to Peak |
Time —>
Fig.3-1SMT Reflow Soldering Instructions SMT [B]37 12157 FF
Table 3-1 SMT Reflow Soldering Parameter SMT [B512 23K
thgﬁiﬂ?li;EE (Tsmax:?:TP) %% 3 oC/ *i‘
Fuh: RIEEE (Tomin) 150 °C
Fuh: REEE (Tomax) 200 °C
%ﬁj,??\:l\': ET_”E—'_I (Tsmin:?:Tsmax) 60 - 120 *i‘
FRES4ERF A AE (T 217 °C
PRAY4ERs =R B () =%60
118 / 2258 (@) 260 °C
FREVIZEDSRE: BYE (tp) =%10 #
S532PRIEERE (Te) HHE 5°C LIARRIFHE] Ex % 30F)
fRIERE &= 6°C/ #
25 °C AEIREREFFEEIE &% 8 S
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Notes &%

(1) Reflow soldering should not be done more than twice. If more than 24 hours between the two solderings,

?n n#ﬁ}i\:

[k e
(2) When soldering, do not put stress on the LEDs during heating. 4 /2Z8, REEMRSHRE A AERERE.

3.1.1 Soldering Iron J&EkIE

(1) When do soldering by hand, keep the temperature of iron below less 300 less than 3
seconds. HF T IRER BB RE M TUNF300°C, BYE|ARAeEid 37,
(2) Soldering by hand should be done only one time. F T8 2 A[1R1E—K,

3.1.2 Repairing &#h

Repairing should not be done after the LEDs have been soldered. When repairing is
unavoidable, a double-head soldering iron should be used (as below figure). It should be

confirmed in advance whether the-characteristics of LEDswill or not be damaged by repairing.

——— I e o A N 74— I T e = = S| D R P e iy —— e £l A _mmi. w1 M e A N A —

SIRLEDZA B R4,

3.1.3 Cautions JI=EEIN

(1) The encapsulated material of the LEDs is silicone. Therefore the LEDs have a soft surface on
the top of package. The pressure to the top surface will be impacted on the reliability of the LEDs.
Precautions should be taken to avoid the strong pressure on the encapsulated part. So when use

the picking up nozzle, the pressure on the silicone resin should be proper. LEDF 2R AHMER, FRE

WIS e e 0 e DR S 14, F N B FIfAE bt n T H R as (. B RIRIERT, AR
RREEDNZE /.

(2) Components should not be mounted on warped (non coplanar) portion of PCB. After soldering,
dO nOt Warp the CIrCUIt board LED \J\HHWTHHHHHHm\ﬁH’#“WTH m%?mmmwmmm Iﬁl_lﬂ'ﬂllllﬂlﬂlml‘lﬁﬁﬁlg T,[és'ﬂl = ;
o
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(3) Do not apply mechanical force or excess vibration during the cooling process to normal

temperature after soldering. Do not rapidly cool device after soldering.[BLEEIE 7 /5852 K ..,

BXMEEISN G, WABRER, BIRIERE, FEXRBAHEILHEISI
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4. Handling Precautions = mfERF EHIM

4.1 Handling Precautions F=@mEREE

(1) LED operating environment and sulfur element composition cannot be over 100PPM in the
LED mating usage material. This is provided for informational purposes only and is not a warranty
or endorsement. LED TR RN 5 LED SECHMERTTE R U ESYIHRMAARAED 100PPM.XR

— PN, FMEER@EER,

(2) In order to prevent external material from getting into the inside of LED, which may cause the
malfunction of LED, the single content of Bromine element is required to be less than 900PPM,
the single content of Chlorine element is required to be less than 900PPM, the total content of
Bromine element and Chlorine element in the external materials of the application products is
required to be less than 1500PPM. This iseprovided-for informational purposes only and is not a
warranty or endorsement./g 7 BAIESNRYEIEN LED AEBLUSRY LED B9 (5H, PR IRIRRFTAE
HEE, B—HRITESEENRNT 900PPM, B—RmE==EEK/NTF 900PPM, RiHE5R7T
EREENWANE

=¥
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(4) Handle the component along the side surface by using forceps or appropriate tools; do not
directly touch or Handle the silicone lens surface, it may damage the internal circuitry. i@t & RIS

SNTEMMEERE, AEZRFHURRERBERAERE, EFESBRIFABRER,

O

Fig 4-1Misoperation i&iR#R{E

(5) In designing a circuit, the current through. each LED must be exceed the absolute maximum
rating specified for each LED. In the meanwhile, reSistors for protection should be applied,
otherwise slight voltage shift will cause big_eurrent change, burn out may happen. The driving

circuit must be designed to allow forward voltage only<when it is ON or OFF. If the reverse

voltage is applied to LED, migration can-be generated resulting in LED damage. i&ITEER, &
i LED MERAREIMENTEAE, RN, THERKRIFEE, S0, fIBEZURR5E

et o i [ = T

LR A S O

TR i e PR ok (Tl W O A G Rl [0 AR T L]
T, FERMRE, SUSHFLED,

(6) Thermal Design is paramount-importance -because heat generation may result in the
Characteristics decline, such as brightness decreased, Color change and so on. Please consider
the heat generation of the LEDs when making the system design. LED &% & B &M A HAMIF
R el T Lol ADILED RICE, FIMANLHE, PUEIRITRNTES Z SR

PR) L,
(7) Compared to standard encapsulants, silicone is generally softer, and the surface is more likely
to attract dust requiring special care during processing. In cases where a minimal level of dirt
and dust particles cannot be guaranteed, a suitable cleaning solution must be applied to the
surface after the soldering of components. Refond suggests using isopropyl alcohol for cleaning.
In case other solvents are used, it must be assured that these solvents do not dissolve the

package or resin. Ultrasonic cleaning is not recommended. Ultrasonic cleaning may cause
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EERFEMBERT, LZ\?W%PF’%E&W%#%TZIS, EE}%&T’@E%XT LED FE‘%?'%%, Zi?ﬁﬁ *'11
A o

Table 4-1Storage fi&#F

Conditions Temperature Humidity

Within 1 years From
Before Opening Aluminum Bag
<<436°C <<78% Date
HEH)
Storage 1ER
After Opening Aluminum Bag 168hours
<=38°C <568%
wERE 168/)\B¢
Baking =24hours
60E5°C <5%
Ktk KF24/h0

(8) I If the moisture absorbent material silica gel has faded away or the LEDs have exceeded
the storage time, baking treatment should -be performed after unpacking and based on the
following condition 605 and less than 5%RH for above 24 hours BB lsRl i SE51
LAt e TR R S o W Sh-60 £ 5°C, /NF 5%RH, X

24 I\BY,
If the package is flatulence or damaged, please notify the sales staff to assist.tNE@IEMKSaV=
(9)Similar to most Solid state devices; LEDs are sensitive to Electro-Static Discharge (ESD) and
Electrical Over Stress (EOS). w4 D XisFEE I REEFIFERX, F
ERIF AR,

(10) Other points for attention, please refer to our relevant information. E &3 EETIES B HF 48
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Declare
This specification is written both in English and in Chinese and the latter is formal.
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